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The elegant ladies' watch.

• Case made of high-strength titanium, polished
• Copper electroplated dial
• Appliqués meticulously attached by hand
• Sapphire crystal glass
• Pressure-resistant to 10 bar
• Low pressure resistant

Our ladies' watches represent a successful synthesis of esthetics and suitability for everyday use, sophisticated design and contemporary
technology. The 243 Ti series is a perfect example of this. The overall appearance of the individual models is intentionally unostentatious and
presents a classically elegant, feminine image at first glance. The rhodanized appliqués meticulously attached by hand also complement this
delicate look. The rectangular dial tastefully recalls classic ideals and conveys the joy of and focus on clean geometric forms. Three attractive
dials are available for you to match the watch perfectly to your own personal style. Technologically, all three models meet the usual high quality
standards of SINN. They are resistant to high and low pressure. The case is made of polished high-strength titanium. The resulting warm,
gleaming, metallic color adapts outstandingly to other jewelry. Moreover, titanium is lighter than stainless steel and offers pleasant wearability and
outstanding skin compatibility.
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Mechanical Movement
• ETA 2671

• Self-winding mechanism

• 25 bearing jewels

• 28,800 semi-oscillations per hour

• Seconds stop function

• Shock resistant as per DIN ISO 1413

• Anti-magnetic as per DIN 8309

Case
• Case made of high-strength titanium, polished

• Sapphire crystal glass in front, anti-reflective on both sides

• Case back screw-fastened

• Meet the technical requirements for waterproofness, as set out in standard DIN 8310

• Pressure-resistant up to 10 bar

• Low pressure resistant

Functions
• Hours, minutes, seconds

• Date display

Dimensions and Weight
• Case measurements: 22.5 x 29.5 mm

• Band lug width: 14 mm

• Case thickness: 9 mm

• Weight without strap: 20 gramme

Dial and Hands
• Electroplated, copper-coloured dial

• Appliqués meticulously attached by hand

• Appliqués coated with luminescent colour

• Hour and minute hand coated with luminescent colour

Warranty
• 2 years
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