
1736 Classic
Perfect elegance.

Case made of stainless steel, polished
Diameter of case: 36 mm
High-quality vitreous enamel dial featuring classic design
Crystal and transparent case back made of sapphire crystal
Water-resistant and pressure-resistant to 10 bar
Low pressure resistant

The most striking characteristic of the 1736 Classic is its clear focus on
the hour, minute and date display. The elements are arranged in such a
way as not to distract from the classic design of the case. The striking
visual impression is underscored by a pure white, particularly exquisite
lacquered enamel dial. The words Sinn Frankfurt am Main serve both as
an indication of the watch’s provenance and a seal of quality. The discreet
lettering allows plenty of room for the Roman numerals on the edge of the
dial, making the watch eminently easy to read.

Many watch lovers have expressed a desire for a smaller (36 mm), elegant and traditional watch, and the 1736 Classic
model delivers. The timepiece combines classic elegance with technical precision. The anti-reflective, sapphire crystal base
allows an unobstructed view of the impressive movement with blued screws. And as connoisseurs of Sinn watches have
come to expect, the watch is perfectly suited for everyday use. It is water-resistant, pressure-resistant to 10 bar (equivalent
to an underwater depth of 100 meters) and resistant to low pressure.
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Technical details

Mechanical Movement

The information on the mechanical movement corresponds to the current production situation in Frankfurt am Main. Due to technical

changes, it may happen in individual cases that stock items of our sales partners deviate from this information.

ETA 2892-A2
Self-winding mechanism
21 bearing jewels
28,800 semi-oscillations per hour
Anti-magnetic as per DIN 8309

Case

Case made of stainless steel, polished
Sapphire crystal glass in front, anti-reflective on both sides
Transparent case back made of sapphire crystal glass, anti-reflective on the interior
Case back screw-fastened
Meet the technical requirements for water-resistance, as set out in standard DIN 8310
Water-resistant and pressure-resistant to 10 bar
Low pressure resistant

Functions

Hours, minutes
Date display

SINN Technologies

Crown with D3-System
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Dimensions and Weight

Case diameter: 36.0 mm
Band lug width: 19 mm
Case thickness: 9 mm
Weight without strap: 42 gramme

Dial and Hands

High-quality lacquered enamel dial
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